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FLS C100-300
STAINLESS STEEL CONDUCTIVITY SENSOR
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응용

주요

 

특징

스테인리스 스틸 전극이 있는 

FLS 전도도 센서 (C100 시리
즈)는 농업용으로, 그리고 샘
플 조건으로 강철 (수 처리, 식
품 산업 등)을 허용하는 경공
업 용으로 설계되었습니다. 이 

유형의 센서는 상당한 비율의 

성능 / 가격이 특징입니다. 온
도 센서와 모니터 / 송신기의 

ATC (자동 온도 보정) 기능을 

결합하면 정확한 측정이 가능
합니다. 또한 셀 상수가 다양하
여 특정 응용 분야에 가장 적합
한 항목을 선택할 수 있습니다.
C300 시리즈는 초순수 모니터
링 (인증 셀 상수 0.01) 및 폐수 

적용 (셀 상수 10)을 위해 설계
되었습니다.
 C300 센서는 SS로 완벽하게 

제작되어 광범위한 응용 분야
에 적합합니다.
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General
• Operating range:
- C300.001 TC: 0,055 µS/cm to 200 µS/cm 
(18,2	MΩ*cm	to	5	KΩ*cm)
- C100.01 TC: 0.1 µS/cm to 2000 µS/cm  
(10	MΩ*cm	to	500	Ω*cm)
- C100.02 TC: 0.2 µS/cm to 4000 µS/cm
- C100.1 TC: 1 µS/cm to 20000 µS/cm
- C300.10 TC: 10 µS/cm to 200000 µS/cm
• Temperature compensation device (for TC models):
- Pt 100 (C100TC), Pt1000 (C300TC)
• Cable length:
- C100.01 TC, C100.02 TC, C100.1 TC: no cable 
available
- C300 TC: 3m
• Process connection:
- C100.01 TC, C100.02 TC, C100.1 TC: ¾” male BSP
- C300.TC: ½”	male	BSP	fitting
• Max. Working Temperature:
- C100.01 TC, C100.02 TC, C100.1 TC : 80°C (176°F)
-	C300TC:	80°C	(PP	fitting),	120°C	(SS	fitting)
• Max. Working Pressure: 
- C100.01 TC, C100.02 TC, C100.1 TC: 6 bar (85 psi)
-	C300	TC:	7	bar	(PP	fitting),	13	bar	(SS	fitting)
• Wetted materials:
- body: 
C100.01 TC, C100.02 TC, C100.1 TC: PP;
C300 TC: SS 316

- measuring surface: stainless steel 316

Standards & Approvals
• Manufactured under ISO 9001 
• Manufactured under ISO 14001 
• CE
• RoHS Compliant
• EAC

C100.01 TC
C100.1 TC, C100.02 TC
C300.001 TC
C300.10 TC

PP body ½“ male threaded BSP
Stainless Steel electrodes
4-Poles connector

PP body ¾” male threaded BSP
Cable: 3m (10 ft.)

2
3
4

A 
B 
C 
D

5
6

cell constant 0,01 0,1 0,2 1 10

conductivity range 0,055	÷	20	µS/cm 0,5	÷	200	µS/cm 1	÷	400	µS/cm 0,005	÷	10	mS/cm 0,5	÷	200	mS/cm

resistivity range 18,18	÷	0,05	MΩ*cm 2000	÷	5	kΩ*cm 1	÷	0,0025	MΩ*cm 200÷	0,1	kΩ*cm 2	÷	0,005	kΩ*cm
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치수

최적의 범위
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C100 Stainless Steel Electrodes Conductivity Sensors

Part No. Description /Name 
Applications/

Operative Range
Cell Constant Connection Installation

Weight 
(gr.)

C100.01TC

PP body sensor with SS 
Conductivity Electrode 

and Temperature Sensor 
included

0.1 µS/cm  
to 2000 µS/cm
(10	MΩ*cm	 
to	500	Ω	*cm)

0,1 4 poles 
connector

¾” male 
BSP (parallel 

threaded)
350

C100.02TC

PP body sensor with SS 
Conductivity Electrode 

and Temperature Sensor 
included

0.2 µS/cm  
to 4000 µS/cm 0,2 4 poles 

connector

¾” male 
BSP (parallel 

threaded)
350

C100.1TC

PP body sensor with SS 
Conductivity Electrode 

and Temperature Sensor 
included

1 µS/cm  
to 20000 µS/cm 1 4 poles 

connector

¾” male 
BSP (parallel 

threaded)
350

C300 Stainless Steel Electrodes Conductivity Sensors

Part No. Description /Name
Applications/

Operative Range
Cell Constant Connection Installation

Weight 
(gr.)

C300.001TC
Body sensor and 

conductivity electrodes 
in SS

0,055 µS/cm  
to 200 µS/cm 
(18,2MΩ*cm	 
to	5KΩ*cm)

0,01 3 m

PP body 
½” male 

(EG12SS 
option)

150

C300.001TCCK

Body sensor
and conductivity electrodes

in	SS	with	certified
cell constant 

 0,055 uS/cm 
to 200 µS/cm 
(18,2MΩ*cm	 
to	5KΩ*cm)

0,01 3 m

PP body 
½” male 

(EG12SS 
option)

150

C300.10TC
Body sensor and 

conductivity electrodes 
in SS

10 µS/cm  
to 200000 µS/cm 10 3 m

PP body 
½” male 

(EG12SS 
option)

150
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